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DUAL SIDE

BICUBE 400+ 10.4 kg / 22.93 lbs 75 kg / 165.34 lbs •
BICUBE 400+ disassembled 10.4 kg / 22.93 lbs 75 kg / 165.34 lbs •
BICUBE 520+ 14.5 kg / 31.96 lbs 75 kg / 165.34 lbs •
BICUBE 520+ disassembled 14.5 kg / 31.96 lbs 75 kg / 165.34 lbs •
SPARK.ECO 320 7.5 kg / 16.53 lbs 50 kg / 110.23 lbs
SPARK.ECO 400 10 kg / 22.04 lbs 75 kg / 165.34 lbs
SPARK.ECO 480 13 kg / 28.66 lbs 75 kg / 165.34 lbs
SPARK.ECO 520 16 kg / 35.27 lbs 75 kg / 165.34 lbs
ALL-TIME 320 7.5 kg / 16.53 lbs 50 kg / 110.23 lbs
ALL-TIME 400 11 kg / 24.25 lbs 75 kg / 165.34 lbs
ALL-TIME 480 13 kg / 28.66 lbs 75 kg / 165.34 lbs
KRONO 400 10 kg / 22.04 lbs 75 kg / 165.34 lbs
KRONO 480 13 kg / 28.66 lbs 75 kg / 165.34 lbs

HYDRA 280 9 kg / 19.84 lbs 50 kg / 110.23 lbs
HYDRA 320 7.5 kg / 16.53 lbs 50 kg / 110.23 lbs
HYDRA 480 13.5 kg / 29.76 lbs 75 kg / 165.34 lbs

 kg / .  lbs  kg / 1 lbs

SIRIO 320 7.5 kg / 16.53 lbs 50 kg / 110.23 lbs
SIRIO 450 13.5 kg / 29.76 lbs 75 kg / 165.34 lbs
CARGO 4 11 kg / 24.25 lbs 75 kg / 165.34 lbs
CARGO 5
CARGO 6

12.5 kg / 27.55 lbs 75 kg / 165.34 lbs
16 kg / 35.27 lbs 75 kg / 165.34 lbs

MAX.

1° 2°

3°

MAX.

MAX.

 MIN. =  570 mm  /  22.44 inch 
MAX. =  840 mm - 900 mm  /  33.07 inch - 35.43 inch

Fig. 2

BICUBE 300+ disassembled 8 kg / 17.6 lbs 50 kg / 110.23 lbs •
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Fig. 
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VALID FOR MODEL WITH:
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